FIELD NOTCH AND REMOVE 5"
OF TURN DOWN FROM BOTH
RIBS OF LOWER PANEL

N UPHILL ROOF PANEL
5" LAP (FACTORY SWAGED)
1” MIN TO
\_.—— SEALANT &
FASTENER

y /-

DOWNHILL
ROOF PANEL

FIELD APPLIED
NON—SKINNING BUTYL
SEALANT ON TOP

SIDE OF PANEL EDGE

(2) 3/8” BEADS OF
NON—SKINNING
BUTYL SEALANT

LINE OF SUBSTRATE

FASTENER AS

REQUIRED FASTENER AS REQ’D

W/NEOPRENE WASHER
(4) PER PANEL MIN.
PAINTED TO MATCH
16 GA PANEL SUPPORT
OR WOOD BLOCKING

INSTALLATION NOTES:

— SWAGE TOP PANEL ONLY

— PANELS MUST BE INSTALLED LEFT TO RIGHT ONLY

— END LAPS OF ADJACENT PANELS MUST BE
STAGGERED AT LEAST ONE PURLIN OR A
MINIMUM OF 24" TO PREVENT MATERIAL
BUILD—UP AT LAPS.

SPAN-LOK

PANEL LAP - FIXED

AVAER |- 7
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