DESIGN CAUTION:

ROOF SLOPE TRANSITIONS
SUCH AS FASCIAS MAY
ESTABLISH AN UNWANTED
POINT OF PANEL FIXITY.

CONTINUOUS
ROOF PANEL

APPLY SEALANT
ON TOP OF TRIM

AND CONTINUE
DOWN BACKSIDE.

INSIDE TRIM CAP

LR

‘BLIND
RIVETS

OUTSIDE TRIM CAP
(#SL2RCO2)

FIELD BEND AT
MIDPOINT. LAP LEGS
AS SHOWN.

CURING SEALANT
APPLY TO BOTH
SIDES OF PANEL FOR

N ENTIRE LENGTH OF TRIM
FIEL[)(#SEI%EC!A%? CAP AND UP AND OVER
MIDPOINT. LAP NS TOP OF FEMALE PANEL RIB.

LEGS AS SHOWN.

FIELD CUT MALE AND FEMALE
RIBS OF ROOF PANELS AS
SHOWN AND BEND OVER EAVE

APPLY NON—SKINNING BUTYL SEALANT
BETWEEN PANELS AT FIELD CUT.
REFER TO EAVE DETAIL FOR

LOCATION OF SEALANT. BEADS
REQUIRED ON BOTH SIDES OF CUT.
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